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    The Prox Encoder is a non-contact sensor encoder
with the look of a proximity switch yet with the
power of an encoder.   Packaged in standard
18mm diameter with a threaded barrel finish,
these encoders are easy to install and use.  With 
a Joral Prox Encoder you do not need to
mechanically couple the encoder to the machine.
The Prox Encoder is a magnetic rotational sensor.
A magnet is mounted on the rotating part of the
machine and the Prox Encoder is positioned near
the magnet.  As the magnet rotates the encoder
senses the rotation and outputs position.  The
18mm Prox Encoder provides standard 256 PPR 
Incremental output with A, B and Z signals
and a PWM absolute position output.  Joral’s
proven non-contact ‘Hockey Puck’ technology
combined with surface-mount electronics results
in an incredibly small and convenient package.

•    Incredibly Small Package
•    Standard Sensor Styles
•    Convenient Flying-lead Cable
•    Incremental and Absolute Position
•    Non-contact for Easy Installation
•    No Shaft or Bearings
•    Fully Sealed Electronics
•    Diagnostic LED Indicators

APPLICATION MAGNETS

Joral can provide magnets in a convenient 
     package to simplify your installation

•      Resists mechanical shock, vibration,
       temperature and contaminants
•      6 to 30 VDC Operation
•      256 PPR with A, B and Z output
•      10 bit PWM absolute position output
•      Threaded barrel
•      18mm diameter
•      LED Indicators make installation and
       troubleshooting a breeze
•      Magnet Assemblies available

Non-Contact means that you do not have
to mechanically couple the encoder to your 
machine.  Mount a magnet on a non-ferrous
material on the end of your rotating shaft
and install the center of the Encoder in front of
the magnet.  Our encoder actually senses the
rotating magnet without touching it.
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